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COUPLERS, JACKS & WINCHES

         Drop Leg Jack
Gear Boxes
Rack Posts
Two Speed Landing Gear Assembly
Drop-Leg Stabilizer
Handi-Grip Coupler Handle
Trailer Dolly
Jack Motor
Marine Power Jack
Hi-Power Jack
Tubes & Tube Caps
Swivel Brackets
Footplates & Droplegs
Caster Wheels & Replacement Wheels
Gear Kits
Caster Bushing
Thrust Bearing
Flanged Bushing
Screw & Nut Assembly
Pins
Handle Grips
Jack Handles
MasterLock Electric Winch
DL StrongArm Electric Winch
          StrongArm Accessories
Ram Winches with Strap & Brake Winches
DL Pulling Winches
          DL Brake Winches
Fulton Brake Winches
          Marine Trailer Winches
Industrial Worm Gear Winches & Winch Handles
Hand-Brake Kit
Rope Keeper Kit/Cable Clamp
Ratchet Repair Kits
Winch Cable Assemblies & Winch Strap & Hook

Standard Straight Couplers
Stamped Straight Couplers
        Stamped A-Frame Couplers
Atwood Couplers
Demco Auto-Lock Couplers
Dico/Titan Couplers
UFP Coupler
Bulldog Forged Couplers
Forged Couplers
Adjustable Height Ball Couplers
Heavy-Duty Cast Coupler
Adjustable Couplers with Channel
Fold-Away Couplers & Hinge Kits
Gooseneck Couplers
Round Gooseneck Couplers
Adjustable Height Round Gooseneck Couplers
Adjustable Height Square Gooseneck Couplers
Auto-Lock Gooseneck Coupler Assemblies
Gooseneck Coupler King Pin Adapters
Ranch Hitch®Fifth Wheel Gooseneck Adapter
Coupler Adapter, Adjustable Clevis & Lunette Eye
Channel & Bolts
        Coupler Latch Repair Kits
Jack Replacement Quick-Reference Guide
A-Frame Jack
Round Mounting Tube Swivel Jack
Square Tube Swivel Jack
Weld-On Swivel Jack
Bolt-On Rigid/Swivel Jack
Rack & Gear Jacks
Bolt-On Fixed Jack
No Mount Jack
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Jack Replacement Quick-Reference Guide

NOTES: This Quick Reference Guide is not intended to supplement your original jack instruction sheet. 
This guide is only intended to help identify your jack for purposes of service and part replacement.

While servicing your jack, make sure it is not under load.

Replacement parts are intended for worn jack parts. 
If your jack has been damaged, replace it to prevent unsafe conditions.

Jack Series and Capacity (Available on product label or in stamped marking)

Stamped marking
should appear on yoke

Label would appear
near handle

Handle Style (Available by inspection)

Eagle Claw Knob Teardrop Knob Teardrop Knob Comfort Grip Knob Rack Jack

Top-Wind Handles
Side-Wind Handles

Plunger Pin Size (Available by inspection, not a feature on all jack models)

1/2" Pin
(Right Side)

3/8" Pin
(Left Side)

Mount Type (Available by inspection. Note if your mount is welded or bolted to your trailer tongue.)

A-Plate Snap-Ring Bolt-Thru 1 Bolt-Thru 2 Bolt-on Direct Mount
Tube-Mount

(Round OR Square)

Foot/Wheel Type (Available by inspection)

Removable Wheel
(Wheels may also be fixed to the jack)

Removable Foot
(Feet may also be
fixed to the jack)

No Foot Drop Leg

2F
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Standard Straight Couplers

2”

2½”

3”

2”

2½”

3”

3”

See

Page

F8

2,000 lbs

2,000 lbs

2,000 lbs

3,500 lbs

3,500 lbs

3,500 lbs

5,000 lbs

I

I

I

II

II

II

IV

Stamped

Stamped

Stamped

Stamped

Stamped

Stamped

Stamped

-

-

-

22202

22252

-

34302

17⁄8”

17⁄8”

17⁄8”

2”

2”

2”

2”

11201

11251

11301

22201

22251

22301

34301

11200

11250

11300

22200

22250

22300

-

Ball 
SizeOiled Construction SAE

Class
Trailer
GVW

Tongue 
Width

Repair
Kit #ZincPrimed

Part #

11201

Couplers (Couplings)
Definition
A coupler is that part which includes the socket mechanism installed 
on the front end of the tongue on the trailer. Connection is made 
to the towing vehicle by lowering the socket over the ball, which is 
fastened to the hitch, then engaging and securing the socket on the 
ball.

Classification
Couplers are classified by the number to match the mating Trailer 
Classification number.

34300-0301

33305 

80070

Stamped A-Frame Couplers

A-Frame

A-Frame

None

None

5,000 lbs

8,000 lbs

III

III

Stamped

Stamped

2”

2”

80070

80069

-

-

Ball 
Size Construction SAE

Class
Trailer
GVW

Tongue 
Width

Repair
Kit #OiledPrimed

Part #

Stamped A-Frame Couplers

A-Frame See Pg F85,000 lbsIIIStamped2”3330433305

Ball 
Size Construction SAE

Class
Trailer
GVW

Tongue 
Width

Repair
Kit #OiledPrimed

Part #

Stamped Straight Couplers

2”

2½”

3”

3”

See

Page

F9

3,500 lbs

3,500 lbs

3,500 lbs

5,000 lbs

II

II

II

III

Stamped

Stamped

Stamped

Stamped

2”

2”

2”

2”

22200-0301

22250-0301

22300-0301

34300-0301

-

-

-

34300

Ball 
Size Construction SAE

Class
Trailer
GVW

Tongue 
Width

Repair
Kit #ZincPrimed

Part #

Strength Requirements
The SAE, VESC, and CSA, have all established minimum strength 
requirements for couplers. Each coupler manufacturer should 
design and test his couplers to meet or exceed the specifications.

Identification
Couplers are identified with their Coupler Classification Num-
ber, Maximum Gross Trailer Weight and Ball Size.

Coupler Classification

Class 1
Class 2
Class 3
Class 4

Trailer Classification

Class 1
Class 2
Class 3
Class 4
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Demco Auto-Lock Couplers
Exclusive coupler design automatically locks when lowered onto hitch ball

Style I

Style II

Stamped A-Frame Couplers (Continued)

A-Frame

A-Frame

A-Frame

A-Frame

A-Frame

A-Frame

None

None

67-0801

None

None

None

10,000 lbs

10,000 lbs

14,000 lbs

10,000 lbs

10,000 lbs

14,000 lbs

IV

IV

IV

IV

IV

IV

Stamped

Stamped

Stamped

Stamped

Stamped

Stamped

25⁄16”

25⁄16”

25⁄16”

2”

25⁄16”

25⁄16”

1

1

1

2

2

2

44303

-

-

33310

44303

44306

-

44305

44314R

-

-

-

Ball 
Size Construction Style SAE

Class
Trailer
GVW

Tongue 
Width

Repair
Kit #OiledPrimed

Part #

Atwood Couplers

2”

3”

A-Frame

A-Frame

A-Frame

3”

A-Frame

11224

11224

11224

11225

11226

11240

11235

5,000 lbs

5,000 lbs

5,000 lbs

8,000 lbs

10,000 lbs

8,500 lbs

8,500 lbs

III

III

III

III

IV

IV

IV

Stamped

Stamped

Stamped

Stamped

Stamped

Stamped

Stamped

2”

2”

2”

2”

25⁄16”

25⁄16”

25⁄16”

80082

80060

80072

88555

88007

80131

80101

Ball Size Construction SAE
Class

Trailer
GVW

Tongue 
Width

Repair
Kit #

Part #
Painted

80082

80060

80072

88555

80131

80101

13203-95

12564

12262-97

12660-97

Weld-on 3”

Bolt-on 3”

Weld-on 3”

Weld-on A-Frame

Bolt-on 3”

11243* or 11245**

11243* or 11245**

11241* or 11244**

11241* or 11244**

11244**

10,000 lbs

10,000 lbs

21,000 lbs

21,000 lbs

21,000 lbs

IV

IV

V

V

V

Primed

Zinc

Primed

Primed

Zinc

2”

2”

25⁄16”

25⁄16”

25⁄16”

12563

12564

12662-97

12660-97

13203-95

Ball Size Finish SAE
Class

Trailer
GVW Tongue Width Repair Kit #Part #

NOTE: *eZ-Latch metal handle        ** eZ-Latch composite handle

4F

SECTION
F

S
w

it
ch

es
B

ra
ke

A
ct

u
at

in
g

S
ys

te
m

s

L
o

ck
s 

&
 

C
ar

go
 C

o
n

tr
o

l
L

ig
h

ts
 &

E
le

ct
ri

ca
l

T
ra

ile
r 

P
ar

ts
B

o
d

y
C

o
m

p
o

n
en

ts

H
it

ch
es

 &
To

w
in

g
A

cc
es

so
ri

es

C
o

u
p

le
rs

Ja
ck

s 
&

W
in

ch
es

T
ir

es
 &

W
h

ee
ls

S
u

sp
en

si
o

n
s

&
 F

as
te

n
er

s
B

ra
ke

A
ss

em
b

lie
s

H
u

b
s 

&
 A

xl
es

In
fo

rm
at

io
n



Bulldog Forged Couplers

3”

3”

3”

2¼” OD x 1¾”  
ID Round

Only fit
high

profile
See

Page F8

5,000 lbs

7,000 lbs

12,500 lbs

12,500 lbs

III

IV

IV

IV

Forged

Forged

Forged

Forged

2”

2”

25⁄16”

25⁄16”

80140

80142

80145

80143

Ball Size Construction SAE
Class

Trailer
GVW

Tongue Width Repair
Kit #

Part #
Painted

Dico/Titan Couplers

3” Weld-on

3” Weld-on

3” Bolt-on

11223

11227

11227

5,000 lbs

20,000 lbs

21,000 lbs

III

IV

IV

Primed

Primed

Zinc

17⁄8”, 2”, 50mm

25⁄16”

25⁄16”

23300

80125

4853100

Ball Size Finish SAE
Class

Trailer
GVW

Tongue 
Width

Repair
Kit #

Part #
Painted

UFP Coupler

3” 112315,000 lbsIIIStamped2”34305

Ball Size Finish SAE
Class

Trailer
GVW

Tongue 
Width

Repair
Kit #

Part #
Oiled

Bulldog Forged Couplers (A-Frame)

A-Frame

A-Frame

A-Frame

Only fit
high

profile
See

Page F8

5,000 lbs

7,000 lbs

12,500 lbs

III

IV

IV

Forged

Forged

Forged

2”

2”

25⁄16”

80150

80151

80155

Ball Size Construction SAE
Class

Trailer
GVW

Tongue Width Repair
Kit #

Part #
Painted

Forged Couplers

A-Frame

A-Frame

7,000 lbs

12,500 lbs

IV

IV

Forged

Forged

2”

25⁄16”

80162

80164

Ball Size Construction SAE
Class

Trailer
GVW Tongue WidthPart #

Painted

34305

23300

80125

4853100

80140

80143

80150

80164
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Adjustable Height Ball Couplers
(Adjustable Lunette Eyes and Clevises are on page F7)

Fits 27⁄8”
Fits 27⁄8”

11233
-

7,000 lbs
15,000 lbs

III
III

5⁄8”
5⁄8”

2” 
25⁄16”

18824 
18827

Ball Size Construction SAE
Class

Trailer
GVW

Inside
Channel

Repair
Kit #

Part #
Painted

(4) - 21⁄32” Holes,
4½” Centers -25,000 lbsIV5⁄8”25⁄16”18826

Ball Size Construction SAE
Class

Trailer
GVW

Mounting
Bolt Size

Repair
Kit #

Part #
Painted

(4) - 21⁄32” Holes,
4½” Centers -15,000 lbsIV5⁄8”25⁄16”18828

Ball Size Construction SAE
Class

Trailer
GVW

Mounting
Bolt Size

Repair
Kit #

Part #
Painted

(4) - 21⁄32” Holes,
4½” Centers 67-080120,000 lbsIV5⁄8”25⁄16”4420000317

Ball Size Construction SAE
Class

Trailer
GVW

Mounting
Bolt Size

Repair
Kit #

Part #
Painted

Fits 27⁄8”
Fits 27⁄8”

-
-

7,000 lbs
12,500 lbs

III
IV

5⁄8”
5⁄8”

2”
25⁄16”

18830
18831

Ball Size Construction SAE
Class

Trailer
GVW

Inside
Channel

Repair
Kit #

Part #
Painted

Fits 27⁄8”
Fits 27⁄8”

-
-

10,000 lbs
14,000 lbs

IV
IV

5⁄8”
5⁄8”

2”
25⁄16”

18821
18822

Ball Size Construction SAE
Class

Trailer
GVW

Inside
Channel

Repair
Kit #

Part #
Painted

- -12,000 lbsIV5⁄8”25⁄16”18820

Ball Size Construction SAE
Class

Trailer
GVW

Inside
Channel

Repair
Kit #

Part #
Painted

#18827 with 3 position channel
#18827 with 5 position channel
#18820 with 3 position channel
#18820 with 5 position channel
#18822 with 3 position channel
#18822 with 5 position channel

15,000 lbs
15,000 lbs
12,000 lbs
12,000 lbs
14,000 lbs
14,000 lbs

25⁄16”
25⁄16”
25⁄16”
25⁄16”
25⁄16”
25⁄16”

18827-K
18827-KXL

18820-K
18820-KXL

18822-K
18822-KXL

Ball Size Trailer GVW DescriptionPart #
Painted

Adjustable Couplers w/ Channel

Heavy-Duty Cast Couplers

18820

18820

18820

18822

18830

4420000317

18828

18826

18827

18824

6F
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Gooseneck Couplers (Coupler Only)

Weld-on mounting. Raw finish.
Die-cast steel construction

3 x 3
3 x 4

OEM
OEM

5,000 lbs
7,500 lbs

III
III

HDPW330300
HDPQ340300

SAE
Class

Fit Tube
Size Package

Trailer
GVW DescriptionPart #

Painted

Fold-Away Couplers & Hinge Kits
(Not for use on aluminum tubing) 

Bolt-on fold-away tongue hinge kits.
Z-max clear zinc finish - 5 year 

warranty. OEM kit includes hinge 
assembly screws, and pivot pin.

Retail kit also includes torques bit,
and punch.

2 x 3
3 x 3
3 x 3
3 x 4
3 x 4
3 x 5

Retail
Retail
OEM
Retail
OEM
OEM

3,500 lbs
3,500 lbs
3,500 lbs
6,000 lbs
6,000 lbs
6,000 lbs

II
II
II
III
III
III

HDPB230101
HDPB330101
HDPB330301
HDPB340101
HDPB340301
HDPB350301

SAE
Class

Fit Tube
Size Package

Trailer
GVW DescriptionPart #

1122824,00025⁄16”Fulton82507

Brand Ball Size Capacity Repair Kit #Part #

-20,00025⁄16”Bulldog82508

Brand Ball Size Capacity Repair Kit #Part #

-
-

10,000
20,000

25⁄16” 
3”

Auto-Lock
Auto-Lock

82505
82506

Brand Ball Size Capacity Repair Kit #Part #

32”4½” Round25⁄16” 20,000Bulldog82516

Brand Ball Size CapacityTube Size
(Round/Square)

Tube
Length

Part #
Painted

Continued On Next Page »»

Adjustable Height Round Gooseneck Couplers

Round Gooseneck Couplers

32”
32”

4½” Round
4½” Round

25⁄16”
25⁄16” 

20,000
24,000

20,000
24,000

20,000
24,000

Bulldog
RAM

82517
82515

Brand Ball Size Capacity Inner Tube
w/ Coupler

Outer
Tube

Tube Size
(Round/Square)

Tube
Length

Part #
Painted

-
-

30,000
40,000

25⁄16” 
3”

WF
WF

82511
82512

Brand Ball Size Capacity Repair Kit #Part #

8251782516

82511

82505

82508

82507

HDPB230101

HDPW330300
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32”
4½” Sq. Outer Tube

with .25” Wall25⁄16” 39” 30,000 - -Bulldog28900

Brand Ball Size Capacity Inner Tube
w/ Coupler

Outer
Tube

Extended
Length

Outer Tube Size
(Round/Square)

Tube
LengthPart #

NOTE: Includes topwind crank for better adjustment.

28”4½” Round25⁄16” 36” 20,000 - -Auto-Lock82525

Brand Ball Size Capacity Inner Tube
w/ Coupler

Outer
Tube

Extended
Length

Outer Tube Size
(Round/Square)

Tube
LengthPart #

4” Square
31” Tube 30,000 Fits into 4½” Outer Tube with 4”ID.

Four 11⁄8” diameter holes on 3½” centers
Auto-Lock15086

Brand Capacity DescriptionTube Size
(Round/Square)Part #

82524

82526

15085

15086

82525

82520

28900

8252182518

32”
30”
32”

4½” Square
4½” Square
4½” Square

25⁄16”
25⁄16”
25⁄16” 

40”
38”
40”

20,000
30,000
25,000

82528
-
-

82528
-
-

Bulldog
Auto-Lock

RAM

82518
82521
82514

Brand Ball Size Capacity Inner Tube
w/ Coupler

Outer
Tube

Extended
Length

Outer Tube Size
(Round/Square)

Tube
LengthPart #

Adjustable Height Square Gooseneck Couplers

28”4½” Round25⁄16” - 20,000 - -Auto-Lock82520

Brand Ball Size Capacity Inner Tube
w/ Coupler

Outer
Tube

Extended
Length

Outer Tube Size
(Round/Square)

Tube
LengthPart #

Adjustable Height Square Gooseneck Couplers

4” Round
22” Long 30,000 Fits into 4½” Outer Tube with 4” ID. 

No hole.
Auto-Lock15085

Brand Capacity DescriptionTube Size
(Round/Square)Part #

  Gooseneck Coupler King Pin Adapters

3” Round

3” Round; 8” Offset

15”

15”

24,000

24,000

Kit includes all hardware for
attachment to 5th wheel trailers.

Only adapter on the market
with a remote latch release.

25⁄16”

25⁄16”

82524

82526

82524-1

82524-2

82524-3

Ball Size Tube 
Length Capacity NoteTube Size

(Round/Square)Part #

Replacement cable system for Ranch Hitch

Replacement cable handle for Ranch Hitch

Replacement cable system for Ranch Hitch

Ranch Hitch®  Fifth Wheel Gooseneck Adapters

8F
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27⁄8”
27⁄8”

-
-

12,000 lbs
30,000 lbs

-
-

6 Holes - 2” Centers
6 Holes - 2” Centers

Channel
Channel

18977
2376145B

Ball Size Thru-Bolt Size SAE
Class

Trailer
GVW

Inside
Channel

Repair
Kit #

Part #
Painted

Channel & Bolt

27⁄8”
27⁄8”

-
-

12,000 lbs
30,000 lbs

-
-

4 Holes - 2” Centers
4 Holes - 2” Centers

Channel
Channel

18978
2373142B

Ball Size Thru-Bolt Size SAE
Class

Trailer
GVW

Inside
Channel

Repair
Kit #

Part #
Painted

18095

Thru-Bolt Kit - contains (2) 5⁄8” x 4½” bolts and nuts to attach coupler to channel. Grade 5
Thru-Bolt Kit - contains (2) 5⁄8” x 4½” bolts and nuts to attach coupler to channel.

Grade 8 for 30K Channel

18095

18096

NotePart #
Painted

Coupler Adapter & Tongue
Adjustable Clevis & Lunette Eye

18835
1” to 1½”2” to 3”17⁄8” and 2” 3,500 lbs 350 lbs Ring to Ball Coupler18835

Ball Size Max Vertical
Capacity DescriptionTrailer

GVW
Inside Ring

Diameter Req’d
Ring

ThicknessPart #

Coupler Adapter

18128

18979

18078

5⁄8” (2 required)2”¾” 2 7⁄8” 12,000 lbs 1,250 lbs18979

Pin Size Trailer
GVW

Max Vertical
Capacity

Inside Channel
Width Req-d

Inside
Height

Thru-Bolt
SizePart #

Adjustable Clevis

7⁄8” (2 required)
7⁄8” (2 required)
7⁄8” (2 required)

19⁄16”
15⁄8”  
1”

3”
3”

2½”

27⁄8”
27⁄8”
27⁄8”

14,000 lbs
20,000 lbs
20,000 lbs

2,000 lbs
2,000 lbs
1,000 lbs

18078
18127
18126

18128-K
18128-XL

Pin Size Trailer
GVW

Max Vertical
Capacity

Inside Channel
Width Req-d

Inside
Height

Thru-Bolt
SizePart #

Adjustable Lunette Eye

#18128 Adjustable Lunette Eye, #18978 Channel & Bolt Kit
#18128 Adjustable Lunette Eye, #18977 Channel & Bolt Kit

5⁄8” (3 required)21⁄2”1” 2 7⁄8” 20,000 lbs 2,000 lbs18078

Pin Size Trailer
GVW

Max Vertical
Capacity

Inside Channel
Width Req-d

Inside
Height

Thru-Bolt
SizePart #

18978

18977
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11224
11235

11229

11242

11240
11227

11225
11226

11223

11239

11243
11241

11245
11244

11233

Coupler Latch Repair Kits

All Atwood 2” Clevis Latch

Atwood #80101 Clevis Latch

Atwood #80131

Atwood #88555 & 2” Franklin & Marvel

Atwood #88007 & 25⁄16” Franklin & Marvel

Bulldog High-Profile Latch, Wire & Spring

Croft, Wallace & Buyers Multi-Fit

2” Auto Locking Coupler

DA66B

2” eZ-Latch with composite handle

25⁄16” Auto Locking Coupler

25⁄16” eZ-Latch with composite handle

Handwheel Couplers and Actuators

2” Lever-Lock Actuator

25⁄16” Couplers and Actuators

15775

15774

07532

88051

88061

-

HV-3

5876

5696

6109

5817

6008

40454

43584

18487

2”

25⁄16”

25⁄16”

2”

25⁄16”

2” & 25⁄16”

17⁄8”, 2”, 25⁄16”

2”

2”

2”

25⁄16”

25⁄16”

17⁄8”, 2”, 50mm

2”

25⁄16”

Atwood

Atwood

Atwood

Atwood / Franklin

Atwood / Franklin

Bulldog

Croft / Wallace / Buyers

Demco

Demco

Demco

Demco

Demco

Dico / Titan

Dico / Titan

Dico / Titan

11224

11235

11240

11225

11226

11239

11233

11243

11242

11245

11241

11244

11223

11229

11227

Coupler Brand Ball Size Mfgr # Fits | NotePart #
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Coupler Latch Repair Kits (Continued)

Class I: 940, 950, 960 & 970 Models

Class II: 980, 981 & 982 Models
Class III: 985, 990 & 992 Models

306, B-6, 308 & B-8 Handwheel Coupler

GN24 (#82507) Gooseneck

#44305R & 44314R

Class I stamped couplers

Class II stamped couplers

Class III stamped couplers

Class I: 3500# Shelby & Valley

Class II: 3500# Shelby & Valley

Class III: 5000# Shelby & Valley

Cast Ball Latch; Model 66, 70

Stamped Ball Latch; Model 66

Model 70 Low Profile

C-60 Couplers & A-60 Actuators

A-75

A-84 & A160 

6256

6257

520801

1542S01

64-0801

-

-

-

5150

5151

5153

47261

47262

47254

34142

36368

40120

17⁄8”

2”

2”, 21⁄8”

25⁄16”

25⁄16”

17⁄8”

2”

2”

17⁄8”

2”

2”

2”

2”

2”

2”

2”

25⁄16”

Dutton-Lainson

Dutton-Lainson

Fulton

Fulton

Fulton

Ram

Ram

Ram

Shelby / Valley

Shelby / Valley

Shelby / Valley

Tie Down

Tie Down

Tie Down

UFP

UFP

UFP

11218

11222

11230

11228

67-0801

11217

11220

11221

11236

11237

11238

47261

47262

47254

34142

36368

40120

Coupler Brand Ball Size Mfgr # Fits | NotePart #

3414247262

11236
11237
11238

11218
11222

11217 11221 11230

11228 64-0801

36368 40120

47261
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A-Frame
Painted Finish, Round Body, Weld-on or Bolt-on

2.25”2.00”6671B10.25”25.00”10.00”15”NoneTop5,000 lbs6671

Travel Measurement
Retracted Extended Clearance Inner Outer

Mfg’s
Part #

Tube DiameterBaseWind
Lift

CapacityPart #

2.25”

2.25”

2.25”

2.25”

2.00”

2.00”

2.00”

2.00”

30881

30816

-

30887

11.25”

16.00”

11.25”

11.25”

22.50”

20.40”

22.50”

21.50”

8.50”

5.40”

8.50”

8.50”

14”

15”

14”

14”

None

None

None

None

None

Top

Top

Top

Side

Top

2,000 lbs

2,000 lbs

2,000 lbs

2,000 lbs

5,000 lbs

30881

30816

30881-B

30852

30887

Travel Measurement
Retracted Extended Clearance Inner Outer

Mfg’s
Part #

Tube DiameterBaseWind
Lift

CapacityPart #

Includes 30881 Jack, 80570 Support Plate, (3) 3⁄8” x ¾” Bolts

2.25”

2.25”

2.00”

2.00”

RV2000

140060

13.00”

14.55”

23.00”

25.80”

9.00”

11.80”

14”

15”

None

None

Side

Top

2,000 lbs

5,000 lbs

RV2000

140060

Travel Measurement
Retracted Extended Clearance Inner Outer

Mfg’s
Part #

Tube DiameterBaseWind
Lift

CapacityPart #

Travel & Clearance
Diagram
A=Retracted
B=Extended
C=Clearance Height

C

A/B

6671

3085230881

RV2000 140060

30817 1550101  NOTE: * Zinc Plated

2.25”

2.25”

2.25”

2.25”

2.25”

2.00”

2.00”

2.00”

2.00”

2.00”

155032

155010

175000

170010

175029

10.20”

14.5”

14.00”

10.70”

13.70”

25.30”

20.00”

27.25”

25.80”

25.70”

10.30”

7.00”

12.25”

10.80”

10.70”

15”

13”

15”

15”

15”

None

None

None

None

None

Top

Side

Top

Top

Side

5,000 lbs

3,000 lbs

5,000 lbs

5,000 lbs

5,000 lbs

30817

1550101

30806

175029

30858

Travel Measurement
Retracted Extended Clearance Inner Outer

Mfg’s
Part #

Tube DiameterBaseWind
Lift

CapacityPart #

*
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Round Mounting Tube Swivel
Painted Finish, Round Body,

Weld-on Round Mount, Fixed Foot

Travel & Clearance
Diagram
A=Retracted
B=Extended
C=Clearance Height

C

A/B

6623

30834

30801

30859

30888

9⁄16” Pin

2.25”
2.25”
2.25”
2.25”
2.25”
2.25”

2.00”
2.00”
2.00”
2.00”
2.00”
2.00”

158451
158452
158151
158109
178101
178151

4.00”
10.00”
12.20”
6.40”
4.00”
10.00”

21.00”
29.50”
29.50”
20.80”
21.25”
29.70”

11.00”
14.50”
14.50”
10.80”
11.25”
14.70”

10”
15”
15”
10”
10”
15”

Foot
Foot
Foot
Foot
Foot
Foot

Top
Top
Side
Side
Top
Top

2,000 lbs
2,000 lbs
2,000 lbs
2,000 lbs
5,000 lbs
5,000 lbs

30801
30802
30827
30826
30808
30809

Travel Measurement
Retracted Extended Clearance Inner Outer

Mfg’s
Part #

Tube DiameterBaseWind
Lift

CapacityPart #

5⁄8” Pin

2.25”
2.25”
2.25”
2.25”
2.25”
2.25”

2.00”
2.00”
2.00”
2.00”
2.00”
2.00”

178201
178203
198100
198200
198150
198250

6.40”
6.40”
4.50”
4.25”
6.40”
6.40”

20.40”
30.40”
20.80”
30.80”
21.00”
31.00”

10.40”
15.40”
10.80”
15.80”
11.00”
16.00”

10”
15”
10”
15”
10”
15”

Foot
Foot
Foot
Foot
Foot
Foot

Side
Side
Top
Top
Side
Side

5,000 lbs
5,000 lbs
7,000 lbs
7,000 lbs
7,000 lbs
7,000 lbs

30830
30831
30813
30815
30834
30835

Travel Measurement
Retracted Extended Clearance Inner Outer

Mfg’s
Part #

Tube DiameterBaseWind
Lift

CapacityPart #

9⁄16” Pin

2.25”
2.25”
2.25”
2.25”
2.25”

2.00”
2.00”
2.00”
2.00”
2.00”

6620
6623
6630
6633
6675

6.75”
12.25”
4.50”
9.75”

10.00”

21.50”
30.25”
21.00”
29.75”
30.00”

11.50”
15.25”
11.00”
14.75”
15.00”

10”
15”
10”
15”
15”

Foot
Foot
Foot
Foot
Foot

Side
Side
Top
Top
Top

2,000 lbs
2,000 lbs
2,000 lbs
2,000 lbs
5,000 lbs

6620
6623
6630
6633
6675

Travel Measurement
Retracted Extended Clearance Inner Outer

Mfg’s
Part #

Tube DiameterBaseWind
Lift

CapacityPart #

9⁄16” Pin

2.25”
2.25”

2.00” 
2.00”

-
-

5.50”
4.50”

30.00”
22.00”

15.00”
12.00”

15”
10”

Foot
Foot

Top
Top

2,000 lbs
5,000 lbs

30874
30888

Travel Measurement
Retracted Extended Clearance Inner Outer

Mfg’s
Part #

Tube DiameterBaseWind
Lift

CapacityPart #

9⁄16” Pin, Square Body

2.25”

2.25”

2.00”

2.00”

195356

TJDP5000SFLB

9.25”

8.60”

30.10”

29.75”

15.10”

15.60”

15”

15”

Foot

Foot

Side

Side

5,000 lbs
(3,500 lbs)

5,000 lbs
(3,500 lbs)

30859

30884

Travel Measurement
Retracted Extended Clearance Inner Outer

Mfg’s
Part #

Tube DiameterBaseWind
Support

(Lift Capacity)Part #

NOTE: Fixed Leg, male mating mount, pin and chain.

*

NOTE: * Zinc Plated
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Travel & Clearance
Diagram
A=Retracted
B=Extended
C=Clearance Height

C

A/B

30870

30877

30800

30873

6631

Weld-On Swivel
Painted Finish; Round Tube

2.25”

2.25”

2.25”

2.25”

2.25”

2.25”

2.00”

2.00”

2.00”

2.00”

2.00”

2.00”

151401

151101

151159

151421

171401

171412

4.00”

6.40”

12.20”

10.00”

4.00”

10.00”

21.00”

21.00”

29.50”

29.50”

21.25”

29.50”

11.00”

11.00”

14.50”

14.50”

11.25”

14.50”

10”

10”

15”

15”

10”

15”

Foot

Foot

Foot

Foot

Foot

Foot

Top

Side

Side

Top

Top

Top

2,000 lbs

2,000 lbs

2,000 lbs

2,000 lbs

5,000 lbs

5,000 lbs

30800

30825

30828

30810

30805

30803

Travel Measurement
Retracted Extended Clearance Inner Outer

Mfg’s
Part #

Tube DiameterBaseWind
Lift

CapacityPart #

Square Tube Swivel
Painted Finish, Square Tube Jack

2.25”2.00”1953624.63”30.25”15.00”15.25”FootSide
5,000 lbs
(3,500 lbs)30877

Travel Measurement
Retracted Extended Clearance Inner Outer

Mfg’s
Part #

Tube DiameterBaseWind
Support

(Lift Capacity)Part #

NOTE: Square tube jack with square mount style.

Square Tube Swivel
Zinc Finish; Round Tube Jack

2.25”2.00”1581186.00”21.00”11.50”9.5”FootSide2,000 lbs30870

Travel Measurement
Retracted Extended Clearance Inner Outer

Mfg’s
Part #

Tube DiameterBaseWind
Lift

CapacityPart #

NOTE: Round tube jack with square mount style.

2.25”

2.25”

2.25”

2.00”

2.00”

2.00”

6621

6631

6634

6.75”

4.25”

10.25”

21.50”

21.25”

29.75”

11.50”

15.25”

14.75”

10”

10”

15”

Foot

Foot

Foot

Side

Top

Top

2,000 lbs

2,000 lbs

2,000 lbs

6621

6631

6634

Travel Measurement
Retracted Extended Clearance Inner Outer

Mfg’s
Part #

Tube DiameterBaseWind
Lift

CapacityPart #

*

2.25”

2.25”

2.25”

2.00”

2.00”

2.00”

-

-

-

4.00”

6.00”

4.00”

21.00”

30.50”

21.00”

11.00”

15.00”

11.00”

10”

15”

10”

Foot

Foot

Foot

Top

Top

Top

2,000 lbs

2,000 lbs

2,000 lbs

30882

30873

30856

Travel Measurement
Retracted Extended Clearance Inner Outer

Mfg’s
Part #

Tube DiameterBaseWind
Lift

CapacityPart #

NOTE: * Zinc Plated
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2.00”

1.88”

1.75”

1.63”

6460

6400A

5.57”

11.00”

24.00”

23.00”

14.00”

13.00”

10”

10”

Caster

Caster

Top

Side

600 lbs

1,000 lbs

30749

30741

Travel Measurement
Retracted Extended Clearance Inner Outer

Mfg’s
Part #

Tube DiameterBaseWind
Lift

CapacityPart #

Bolt-On Swivel
Zinc Finish; 6” Poly Wheel; Round Tube

2.00”1.75”30756-B10.25”24.75”12.75”12”CasterSide1,200 lbs30756-B

Travel Measurement
Retracted Extended Clearance Inner Outer

Mfg’s
Part #

Tube DiameterBaseWind
Lift

CapacityPart #

Bolt-On Swivel
Zinc Finish; 6” Poly Wheel; Round Tube; Full Color Retail Box

2.75”
x

2.75”

2.75”
x

2.75”

2.5”
x

1.75”

2.5”
x

1.75”

141304

141302

6.25”

6.25”

29.00”

28”

12.25”

11”

8 & 10”*

8 & 10”*

8 x 3
Caster
Wheel

Dual
2 x 7
Caster
Wheels

Side

Side

1,600 lbs 

1,600 lbs

141304

141302

Travel Measurement
Retracted Extended Clearance Inner Outer

Mfg’s
Part #

Tube DiameterBaseWind
Lift

CapacityPart #

Bolt-On Swivel
Anodized Aluminum Tubes, Locking Caster,

Adjustable Height Mounting Bracket.
Fits 3 x 3 or 3 x 4 Tongues, Limited Lifetime Warranty

NOTE: * Adjustable mount provides 8” height adjustment independent of 10” screw jack travel

2.00”

2.00”

1.75”

1.75”

6414 

6414

19.25”

19.25”

25.50”

25.50”

10.50”

10.50”

15”

15”

Caster

Caster

Side

Side

1,000 lbs

1,250 lbs

30754

30757

Travel Measurement
Retracted Extended Clearance Inner Outer

Mfg’s
Part #

Tube DiameterBaseWind
Lift

CapacityPart #

Bolt-On Rigid
Zinc Finish; 6” Poly Wheel; Round Tube

Travel & Clearance
Diagram
A=Retracted
B=Extended
C=Clearance Height

C

A/B

30741

30756-B

30746 30759

141302

30754

Bolt-On Swivel
Zinc Finish; Poly Wheel; Round Tube

2.00”
2.00”
2.00”
2.25”
2.25”

2.25”

1.75”
1.75”
1.75”
2.00”
2.00”

2.00”

TJ503
EJ1000
XP10
TJ1255
XP15L

XPD15L

10.50”
10.10”
10.50”
12.50”
14.50”

12.50”

22.75”
22.08”
22.75”
24.75”
24.75”

24.75”

12.75”
12.80”
12.75”
12.75”
12.75”

12.75”

10”
10”
10”
12”
12”

12”

Caster
Caster
Caster
Caster
Caster
Dual

Casters

Side
Side
Side
Side
Side

Side

800 lbs
1,000 lbs
1,200 lbs
1,200 lbs
1,500 lbs

1,500 lbs

30751
30731
30755
30758
30746

30759

Travel Measurement
Retracted Extended Clearance Inner Outer

Mfg’s
Part #

Tube DiameterBaseWind
Lift

CapacityPart #

NOTE:  *  6” Poly wheel
            **  8” Poly wheel

*

*

**
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30743

30853

30”750 lbs#30770 Rack – Post w/Gear Box #30769 &
18476 Hardware. Fits up to 3” x 5” Tongues.

30750

Maximum
Torque LiftLift CapacityDescriptionPart #

Rack & Gear Jacks
“by Bulldog”

See page F18 for more Rack & Gear parts

2.25”2.00”MJ2500B19.00”35.50”7.00”15”
Drop
LegSide2,500 lbs30745

Travel Measurement
Retracted Extended Clearance Inner Outer

Mfg’s
Part #

Tube DiameterBaseWind
Lift

CapacityPart #

2.25”

2.25”

2.00”

2.00”

150052

170148

N/A

N/A

34.75”

33.25”

21.00”

19.00”

13.75”

14.25”

None

None

Side

Top

2,000 lbs

5,000 lbs

30850

30853

Travel Measurement
Retracted Extended Clearance Inner Outer

Mfg’s
Part #

Tube DiameterBaseWind
Lift

CapacityPart #

No Mount
Painted Finish; Round Tube

2.25”

2.50”

2.00”

2.25”

HD2500

HD5000

19.00”

18.50”

35.50”

35.00”

7.00”

6.50”

15”

15”

Drop
Leg

Side

Side

2,500 lbs

5,000 lbs

30743

30748

Travel Measurement
Retracted Extended Clearance Inner Outer

Mfg’s
Part #

Tube DiameterBaseWind
Lift

CapacityPart #

Bolt-On Fixed
Zinc Finish; Square Tube

30750

30745

16F
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2.25”

2.25”

2.00”

2.00”

150052

170148

34.75”

33.25”

21.00”

19.00”

13.75”

14.25”

Drop Leg

Drop Leg

Side

Top

8,000 lbs
(7,000 lbs)

8,000 lbs
(7,000 lbs)

30803

30818

Travel Measurement
Retracted Extended Inner Outer

Mfg’s
Part #

Tube DiameterBaseWind
Support

(Lift Capacity)Part #

Drop Leg
Direct Weld

Painted Finish; Square Tube; 12” Drop Leg

30818

30833

30838

15181
(sold separately)

Pin to front

Pin to side

30840

30818

3.00”18045554.17”25.67”15”Drop LegSide
10,000 lbs
(7,200 lbs)30838

Travel * Measurement
Retracted Extended

Outer
Tube

Mfg’s
Part #

BaseWindPart #

Drop Leg
Direct Weld

Painted Finish; Square Tube; 13.5” Drop Leg Extension

NOTE: * 28.5” Total Extension = Travel + Drop Leg Extension

Support
(Lift Capacity)

4.00”

4.00”

4.00”

4.00”

182400

182411

182800

182815

53.30”

54.00”

53.60”

54.60”

27.40”

28.50”

27.60”

28.60”

12.50”

12.50”

12.50”

12.50”

Drop Leg

Drop Leg

Spring Return
Drop Leg

Spring Return
Drop Leg

Side

Curb
Side

Side

Front

Side

Side

Side

Side

12,000 lbs
(10,000 lbs)

12,000 lbs
(10,000 lbs)

12,000 lbs
(10,000 lbs)

12,000 lbs
(10,000 lbs)

30840

182411

30836

30846

Pull
Pin

Measurement
Extended Clearance

Mfg’s
Part #

Outer
Tube

Base Travel *WindPart #

Drop Leg
Direct Weld

Painted Finish; Square Tube; 13.5” Drop Leg Extension

#15181 handle for 182 Series Jacks - Sold Separately.
* 26” Total Extension = Travel + Drop Leg Extension
** #182411 is PIN TO CURB Companion jack to #30840, 182400, 182404and 183401 2-speed      

Note: 

**

Support
(Lift Capacity)
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4.00”18340156.40”28.50”12.50”
Drop 
LegSideSide

12,000 lbs
(10,000 lbs)183401

Pull
Pin

Measurement
Retracted Extended

Mfg’s
Part #

Outer
Tube

Base Travel *WindPart #

Drop Leg
Direct Weld

2- speed; Painted Finish; Square Tube; 13.5” Drop Leg Extension

#15181 handle sold separately
Use #182411 as companion jack for dual jack applications
* 26” Total Extension = Travel + Drop Leg Extension

Note: 

Support
(Lift Capacity)

4.00”18230049.40”23.40”12.50”Drop LegTop
12,000 lbs
(10,000 lbs)30819

Measurement
Retracted Extended

Mfg’s
Part #

Outer
Tube

Base Travel *WindPart #

Drop Leg
Direct Weld

Painted Finish; Square Tube; 13.5” Drop Leg Extension

#15181 handle sold separately
* 26” Total Extension = Travel + Drop Leg Extension

Note: 

Support
(Lift Capacity)

4.00”

4.00”

SD10000

TD10000

53.30”

53.30”

27.40”

27.40”

12.50”

12.50”

Drop 
Leg

Side

Front

Side

Side

12,000 lbs
(10,000 lbs)

12,000 lbs
(10,000 lbs)

30885

30889

Pull
Pin

Measurement
Retracted Extended

Mfg’s
Part #

Outer
Tube

Base Travel *WindPart #

Drop Leg
Direct Weld

Painted Finish; Square Tube; 13.5” Drop Leg Extension

Parts 30885 and 30889 include #15181 handle and both are spring return drop leg.
                * 26” Total Extension = Travel + Drop Leg Extension

Note: 

Support
(Lift Capacity)

4.50”2248247.50”25.00”12.50”
Drop 
LegSideSide

18,000 lbs
(10,000 lbs)30844

Pull
Pin

Measurement
Retracted Extended

Mfg’s
Part #

Outer
Tube

Base Travel *WindPart #

Drop Leg
Direct Weld

Painted Finish; Square Tube; Screw Jack; 10” Drop Leg Extension

includes handle.
* 22.50” Total Extension = Travel + Drop Leg Extension

Note: 

Support
(Lift Capacity)

30885

30844

30819

183401

15181
(sold separately)

18F
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Rack Post with Disc Foot30772

DescriptionPart #

Rack Post with Fibreglass Wheel Caster30770

DescriptionPart #

Rack Post with Steel Wheel Caster30771

DescriptionPart #

Rack Posts
“by Bulldog”

018161Weld-on “L” Bracket30760

Description Mfgr #Part #

018162

018167

018191

018155

“L” Bolt-on Bracket

Weld-on Swivel Bracket

Bolt-on Straight Tongue
(mounting hardware must be ordered separately #18476)

3 Bolt A-Frame

30762

30761

30769

30765

Description

Description

Description

Description

Mfgr #

Mfgr #

Mfgr #

Mfgr #

Part #

Part #

Part #

Part #

Gear Boxes (Rack Post Sold Separately)
“by Bulldog”

018476

011140

Mounting Plate and Bolts for #30769 Gear Box

L-Bolt for #30762 Gear Box

18476

18200

Description Mfgr #Part #

Mounting Hardware

30760

30762

30761

30769

30765

30770 30772 30771

30769

(Shown with #18476 Hardware - Sold Separately)
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4” Outer tube; 20,000 lbs lift capacity; 24,000 lbs static load capacity;
 28.5” retracted; 54.6” extended; 12.5” of travel; 13.5” dropleg extension;

  Low Speed = 27 turns per inch; High Speed = 9 turns per inch.
2-speed side only

Single-speed side only

183401-11

183401
182411

DescriptionPart #

Step 1 Step 2

Step 3 EZ-100

30740

11207

82300

193401-11

30845

7½” Outer tube; 50,000 lbs lift capacity;180,000 lbs static load capacity;
14,000 lbs side load capacity; Efficiency rating - TTMA RP - 4

AAR Certification; 3415⁄16” retracted; 5215⁄16” extended; 18” of travel
Butler #28110C

2-speed side only - 25K Butler #28111
Single-speed side only - 25K Butler #28112

Handle
Jack Connecting Shaft

30845

30848
30849
15181
15185

DescriptionPart #

Two Speed Landing Gear Assembly
Includes one-2 Speed Jack, one-Idler Jack,

one-Handle and one-Connecting Tube

Heavy-duty, cast aluminum. It is designed for rugged use, extreme weight and 
weather variations. Functional EZ Jack also functions as an excellent wheel 

chock when in the reversed position. It is designed to provide a firm hold on 
just about any surface. It is ideal for parking your trailer or chocking on inclines.

EZ-100

DescriptionPart #

EZ Jack® Wheel Chock

10½” x 33⁄8” pneumatic tires cushion the load and provide smooth
maneuverability. 17⁄8” chrome hitch ball has a ¾” diameter shank.

Supports up to 600 lbs for easy maneuverability of utility, boat, cargo,
jet-ski and other small trailers. Ship Wt. 29 lbs

30740

DescriptionPart #

Trailer Dolly

1,000 lbs capacity; Leg swings down 11½”;
Extends 6”; Adjusts to 17½”

½” shaft for drop leg adjustment under load.

82300

80480

DescriptionPart #

Drop-Leg Stabilizer

Allows for easy trailer positioning; Fits all 17⁄8” x 2” couplers;
Easy bolt-on installation; Non corrosive finish; Comfort grip handle.11207

DescriptionPart #

Handi-Grip Coupler Handle

20F
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12-Volt Power Jack

30860 3,500 lbs

DescriptionPart # Lift Capacity
•48” long prewired (7-pin RV-type)
   trailer connector
•5,000 lbs breakaway capacity
   (Assists hitch ball release) 
•Full 24” stroke: (18” Power + 6”
   manual drop leg extension) 
•Over sized, 5¼” diameter foot
   pad prevents divots 

•Zinc plated foot is adjustable
  on 1½” centers (detachable) 
•Built-in leveling gauge 
•Dual LED night lights 
•26½” overall height 

Electric Motor fits 2 speed 10 and 12K Sidewind Trailer Jacks mounts on low speed 
shaft. Mounts to input shaft hub/collar. Fits Bulldog Jacks with hub. 

Will not fit Bulldog Jacks with hex input shaft bushing and no hub. 
Fits maximum diameter 1½”. 4,000 lbs Lift Capacity.

Same as above, but for Single Speed Jacks. Includes 
motor mounting bracket that attaches to front of trailer.

24495

24910

DescriptionPart #

Jack Motor

For Single Speed Bulldog 12K Jacks
For 2 Speed Bulldog 12K Jacks with planetary gear box

182420
182418

DescriptionPart #

“Bulldog” Motor Kit
7,500 lbs lift capacity designed specifically for Bulldog 12,000 lbs jacks. Lifts 3” per minute.  Can be manu-
ally cranked in the event of power loss. 12VDC electric motor. Permanently lubricated to provide years of 
maintenance free use. Wiring harness & switch enclosed in a weather proof box. 25 amp circuit breaker 
with push button reset. Can be used in both single and tandem jack applications. Includes powered drive 
assembly, torque stop tube with energy absorption device, replacement bevel gear & dowel pin, terminal 
box, wiring harness & switch box, hex coupling, and weather resistant cover.

24495

182420

Hi-Power Jacks

30861 3,000 lbs

DescriptionPart # Lift Capacity
• Foot Pad	                 • 2” Post		  • Level
• Crank Thru	 • Nite Lite	                 • Auto Shutoff
• Acme Screw	 • 18” Travel
• EasyAccess Manual Crank (included)

4,000 lbs 17”
Drop
LegA-Frame

• Built-in level
• Onboard L.E.D courtesy light
• Emergency manual override capability
• Unmatched Strength, durability and
   side load capacity
• Corrosin-resistant surfaces
• 5-year warranty

500185

DescriptionLift
Capacity TravelBaseMountPart #

Bulldog Powered Drive Tongue Jack

30860

Nite Light
Provides light for unhitching 
or hitching up after dark or 
even the unexpected change 
of LP gas cylinders.

Built in Level
The Built-in Level is located 
right where you need it...on 
top of your  Hi-Power Jack. 
It is easily adjusted to read 
“level” based on the inside of 
your  trailer.

500185

Input Shaft Hub
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Flat
Dome
Flat

Square Dome

Press-in
1 tab - 1 screw

Press-in
2 screws

113⁄16”
113⁄16”
21⁄16”
2”

15506
15505
15500
15509
16021
17802

Description Pin SizePin SizePart #

Gear Covers/Tube Caps

Fits 190 Series “Bulldog” Jacks
Fits 182 Series “Bulldog” Jacks

5⁄8”
5⁄8”
7⁄8”

15279
15007
15122

2¼” tube
Square
Square

Round - 2½” OD
Square - 25⁄16” OD
Round - 3¼” OD

18952
PQ9810-00

11191

Description Pin SizePin SizePin SizePart #

Jack Side Tubes

Weld-on, Swivel Bracket, Jack Side
“L” Bend, Swivel Bracket, Trailer Side
Snap ring to attach #15908 & 15909
Marine swivel bracket for snap ring

15908
15909
15904
18903

DescriptionPart #

Swivel Brackets

Includes 2 straps, 4 bolts, nuts and washers 
to mount 600 - 2,500 lbs Jacks6804

DescriptionPart #

Marine Jack Mounting Hardware

9⁄16”
5⁄8”
5⁄8”
5⁄8”
7⁄8”

Round - 2” OD
Round - 2” OD
Square - 2” OD
Round - 3” OD
Round - 4” OD

15273
15279
15007
15277
15122

Description Pin SizePart #

Trailer Side Tubes

Fit 2,000 &
5,000 lbs Jacks
with 2” Tube

2.5 - 5K Jacks

5 - 8K Jacks

Bulldog
180 Series 10K LD

Bulldog
182 Series 10K HD

4.5” x 6.25” Pad / 8½” Tube; Zinc Plated

4.5” x 6.25” Pad / 1½” Tube; Zinc Plated

2¼” x 4½” Stamped; Zinc Plated

1¾” x 13” Tube; Zinc Plated

4¾” x 7½” Pad / 1¾” x 1¾” x 17½” Tube
Five holes fo 9⁄16” pin; Zinc Plated

6” x 8” Pad / 2” x 2” x 17½” Tube
Five holes for 9⁄16” pin; Zinc Plated

8” x 8½” Pad / 2¼” x 2¼” x 17½” Tube
Five holes for ¾” pin; Zinc Plated

8” x 8¾” Pad / 3½” x 3½” x 21” Outer Tube;
3” x 3” Inner Tube; Five holes for ¾” pin;

Side Pull Pin

80572
80574
80573
80575

15514

15510

15515

15512

Description Pin SizePart #

Footplates & Droplegs

1.88” ID
2.25” ID
2.25” ID

2.30” Square

Bottom Support Plate
Bottom Support Plate

“A” Frame Mounting Plate
Support Plate

80565
80570
80568
80567

Description Pin SizePart #

Mounting & Support Plates

15279 15007 15277 15122

18952 PQ9810-00 11191

15500

16021 17802

15509

15908 15909 15904 18903

80575 15510 15512

80572 80574 80573

6804

80565 80568

22F
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5th Wheel Standard Duty Landing Leg
139,159,170 Series

190 Series
Style III 12K 182 Series

150 Series “Bulldog” - Includes Handle & Gear Kit
8/10K 180 series Handle & Gear Kit
600-1K lbs - Before date code #4296
600-1K lbs - After date code #4296
1.2K-2K lbs - After date code #4296

97 & Newer 1K-5K lbs Round & Square Tube Magnum
Series & TJ055, TJ1057, TJ1222, TJ1255, JD125,

TJ122F, XP15 (L,W & WC), XPF15L, F2

7K lbs Square Tube Magnum Series
96 and Older 5K lbs Round Jacks
97 and Older 3K lbs Round Jacks

“A” Series Models
3.5K-5K lbs Square Tube Jacks

1.2K lbs Bolt-on Swivel Marine Jack #30756
7K lbs Sidewind Dropleg Jack #30833

75030
500106
500156
500212
500256
800144

6812
6812A
6813A

933306S00

1033301S00
1588S01
1631S00
5772-94
6102-94

-
-

Atwood
Bulldog
Bulldog
Bulldog
Bulldog
Bulldog

DL
DL
DL

Fulton

Fulton
Fulton
Fulton
Shelby
Shelby

Trailer Pro
Trailer Pro

18944
18914
18911
18909
18456

800144
18915
18918
6813A

18908

18941
18913
18942
18919
18904
18900
18901

Mfg ModelMfg #Part #

Gear Kits

7⁄16” Ball Bearing for “Bulldog” Rack Caster
“Fulton” 96 and before

“Bulldog” 2K - 3K
“Bulldog” 5K

“Bulldog” 7K Round and 8K Square
“Bulldog” 7K Square
“Bulldog” 10K Square
“Bulldog” 12K Square

15373
15458
15457
15455
1002
1020
1021
1015

WheelPart #

Thrust Bearing

For “Bulldog” Rack-Post; Nylon15207
DescriptionPart #

Caster Bushing

Poly wheel, 6” x 2” x ½” fits most casters
Steel wheel, 6” x 2” x ½” fits most casters
Poly wheel, 8” x 2” x 1½” fits most casters

18906
18907
18905

DescriptionPart #

Replacement Wheels

Most 1000# Jacks
Some “Shelby”

Most 2,000 & 5,000 lbs Jacks
w/Dimple for self locking

Most 2,000 & 5,000 lbs Jacks

1,000 lbs
1,200 lbs
1,200 lbs
1,000 lbs
1,000 lbs

15⁄8”
1¾”
2”
2”
2”

Poly
Poly
Poly
Poly

Dual Poly

80553
80552
80555
80556
80557

Wheel NoteCapacityFits OverPart #

Caster Wheels

“Bulldog” 182 Series 12K Jacks before April 2003
For “Bulldog” 182 series after April 2003

15513
500217

DescriptionPart #

Screw & Nut Assembly

1890618905

80555 80557

15373 15458 15457

15513

500217

18908
18940

18909

18914

18914
18944

15207
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3⁄8” “DL” Swivel Bracket Plunger Pin 
3⁄8” “Fulton” Swivel Bracket Plunger Pin 
½” L-bend Swivel Bracket Plunger Pin 

½” Swivel Bracket Plunger Pin 
9⁄16” x 3½” Detent Pin with Chain

9⁄16” x 35⁄8” (2½” useable length) Dropleg Pin with Chain 
5⁄8” x 3½” Detent Pin with Chain 
5⁄8” x 4¼” Detent Pin with Chain 
7⁄8” x 51⁄8” Detent Pin with Chain 

 ¾” 12K Dropleg Plunger Pin

18430
18406
18425
18401
18402
18405
18403
18407
18424
18450

DescriptionPart #

Pins

Swivel Retaining Ring
“L” Bolt, Bolt-on Swivel Bracket

15904
18200

DescriptionPart #

Retaining Ring & “L” Bolt

Fits 1K-5K “Bulldog” and others
Fits 750-7K “Bulldog” and others

Fits “Trailer Pro”, “Ram” and others

11172
15459
18902

DescriptionPart #

Handle Grips

Electric 
Electric 

800 -1K 139 & 159 Series; 5K 170 Series 
2K 150 Series. Includes Gear Kit 

7K 190 Series 
12K 182 Series 

750 - 5K 150 and 170 Series 
7K 190 Series 

8/10K 180 Series Handle & Gear Kit
7K 

7K Reduced Shank
7K  

600 - 1K with date code after 4296 
1.2 - 2K with date code after 4296  

TJ1055,TJ1027,TJ1222,TJ1255,TJ255,
TJD125,TJ122F, XP15/L/W/WC 

TJ503/C,TJU503, PMJ53, TJ507/C, PMJ75,
CS750, GR700/TJ712, XP10/L/W/WC, XP100 

96 and Newer Round 
Stamped

Connecting Shaft 1” ID x 59¾”
F2 Handle Grip & Bolt Kit
7K, 2,500 lb Sq. Marine

87891
21047

500105
500256
500171
15181
18917

500148
800144

3005525A
3005525
3005522
6810A
6811A

933305S00

933301S00

933313S00
-
-
-
-

Atwood
Barker
Bulldog
Bulldog
Bulldog
Bulldog

Bulldog & Ram

Bulldog
Bulldog
Buyers
Buyers
Buyers

DL
DL

Fulton

Fulton

Fulton
Several

-
Fulton
Ram

87891
21047
15179
18456
18171
15181
18917
15178

800144
3005525A
3005525
3005522
18924
6811A

18923

18921

18925
18920
15185

0928060-00

15176

Mfg ModelMfg #Part #

Jack Handles

-
-

Side
Side
Side
Side
Top
Top
Side
Side
Side
Top
Side
Side

Side

Side

Side
Top

-
Side
Side

18425

18402

18450

18405

18401

15193 15181 15179

1890211172 15459

15904 18200

18917

151796811A

3005525

18921 18920

Type

24F

SECTION
F

S
w

it
ch

es
B

ra
ke

A
ct

u
at

in
g

S
ys

te
m

s

L
o

ck
s 

&
 

C
ar

go
 C

o
n

tr
o

l
L

ig
h

ts
 &

E
le

ct
ri

ca
l

T
ra

ile
r 

P
ar

ts
B

o
d

y
C

o
m

p
o

n
en

ts

H
it

ch
es

 &
To

w
in

g
A

cc
es

so
ri

es

C
o

u
p

le
rs

Ja
ck

s 
&

W
in

ch
es

T
ir

es
 &

W
h

ee
ls

S
u

sp
en

si
o

n
s

&
 F

as
te

n
er

s
B

ra
ke

A
ss

em
b

lie
s

H
u

b
s 

&
 A

xl
es

In
fo

rm
at

io
n



SA5000 SA9000AC TW4000

2953AT

This heavy duty 12 volt electric winch is ideal when you really need to get it 
done. Equipped with 2,000 lbs of pulling power, this winch can be tempo-
rarily mounted to a ball mount or attached to a flat surface with mounting 
plate. Designed with powerful rack and pinion gears, a convenient carrying 
handle is built-into the winch housing. A remote control, power battery 
cables, back-up hand crank and hook with safety latch are all included. 

2953AT

DescriptionPart #

MasterLock® Electric Winch

Crank Handle - Zinc plated Tuffplate® finish. Fits SA models and 
TW9000.  Features spring loaded safety clip.6364

DescriptionPart #

StrongArm® Accessories

Winch Cover keeps all StrongArm® winches clean, dry and looking like 
new. Strong vinyl. Individually packaged.6363

DescriptionPart #

StrongArm® Accessories

6363

6364

3⁄16” x 20’ (6360)
3⁄16” x 20’ (6360)
3⁄16” x 50’ (6211)
3⁄16” x 50’ (6211)
7⁄32” x 25’ (6361)
7⁄32” x 25’ (6361)
7⁄32” x 50’ (6212)
7⁄32” x 50’ (6212)

2” x 20’ (6149)
2” x 20’ (6251)

•
•

•
•

Empty Reel

12
16
6
8
5
6

2.5
3

11
9

Full Reel

8
16
4.5
9.5
4
7
2
4

8.2
6.3

Full Reel

33
35
16

17.5
11
18
5
9

22
15

Empty Reel

4
9

3.5
6

2.5
3.5
1.5
2

4.4
4.3

1,500 lbs
1,200 lbs

2,200 lbs (2)
1,800 lbs (2)

3,000 lbs
2,700 lbs

4,500 lbs (2)
4,000 lbs (2)

1,500 lbs
3,000 lbs

12 volt DC/70
120 volt AC/6
12 volt DC/70
120 volt AC/6
12 volt DC/70
120 volt AC/6
12 volt DC/70
120 volt AC/6

12 volt DC/40
12 volt DC/70

SA5000
SA5000AC

SA7000
SA7000AC

SA9000
SA9000AC
SA12000

SA12000AC

TW4000
TW9000

Volts/Amps Lead Capacity * Cable

Strap

Approximate Load Speed (ft/min)Pulley
Block

& Hook
Gear
RatioPart #

Dutton-Lainson Company’s StrongArm® Electric Winches

189:1
189:1
189:1
189:1
570:1
570:1
570:1
570:1

324:1
570:1

No Load Full Load

NOTE: * StrongArm Electric Winch rating is based on a 10’ pull starting with 10’ of cable 
already on drum. Powerwinch rating is on first layer of cable on drum.
Double line operation with furnished pulley block & hook.
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In-Cab Switch Receptacle for 12 volt DC StrongArm SA winch models. 
Mounts under dashboard for winch operation from inside cab. Includes 
switch bracket and 10’ of wire. Plugs directly into winch switch pocket 
without rewiring.
Electrical Quick Connect for all 12 volts DC SA models and TW9000.
Ball Adapter Plate makes StrongArm SA Series winch available for instant 
mount operation. Bolt plate to winch, slip pear-shaped cutout over any 
standard front or rear mounted hitch ball up to 2”. Zinc plated Tuff-
plate® finish.
Dynamic Brake Remote Control fits all 120 volt AC StrongArm electric 
winch models. Dual switch controls raise or lower and power. Provides 
dynamic braking function. Dynamic brake supplements mechanical brake 
to bring a load to an immediate halt without coasting.
Remote Hand-Held Switche for 12 volt DC StrongArm SA winch models. 
Permits user to operate winch from location up to 10 feet away. Control 
box mounts on or next to winch and plugs directly into winch switch 
pocket without rewiring. Durable hand-held pendant switch can be un-
plugged for safe storage.
Wiring Harness fits 12 volts DC SA models except those ending in 12. 
25’ power cable, 8’ ground cable, #8 wire with switch and 80 amp circuit 
breaker.
Remote Hand-Held Switch for 120 volt AC StrongArm winch models. 
Provides 10-foot remote hand-held switch unit for wiring directly to 
winch. Pendant has an “In-Off-Out” switch similar to power switch pro-
vided on all 120 volts AC StrongArm winch models.

6367

6385

6366

6349

6371

6362

6372

DescriptionPart #

StrongArm® Accessories (continued)

600 lbs Capacity; Zinc Plated; Single Speed; Strap Installed

1,000 lbs Capacity; Zinc Plated; Single Speed; Strap Installed

1,400 lbs Capacity; Zinc Plated; Single Speed; Strap Installed

1,600 lbs Capacity; Zinc Plated; Single Speed; Strap Installed

3606-S

3610-S

3614-S

3616-S

DescriptionPart #

RAM Winches with Strap

1,500 lbs Capacity; Zinc Plated; BW-1500

1,000 lbs Capacity; Zinc Plated; BW-1000

3603

3601

DescriptionPart #

Brake Winches

6367

6366

6371

6372

6362

6349

6385

3603

3606-S

3614-S 3616-S

3610-S

26F
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2 Speed, Strap installed - 25’ Strap
2 Speed, Strap installed - 25’ Strap

3520-S
3525-S

DescriptionPart #

Dutton-Lainson Winches - 2 Speed with Straps

2,000 lbs
2,500 lbs

Capacity

3520-S

3614-DL

3504 3600-DL 3609-DL

3611-DL 3616-DL
3618-DL

3621-DL 3626-DL 3535

Dutton-Lainson Company’s Pulling Winches - Zinc Plated

7”
7”
7”
7”

9½”
9½”
9½”
9½”
9½”
9½”
9½”

•
•
•
•
•
•
•

Strap

15’
15’
15’
30’
30’
40’
40’
40’
40’

-
-

400 lbs
600 lbs
900 lbs

1,100 lbs
1,400 lbs
1,600 lbs
1,800 lbs
2,000 lbs
2,500 lbs
3,200 lbs
3,500 lbs

DL400
DL600A
DL900A
DL1100A
DL1402A
DL1602A
DL1802A
DL2000A
DL2500A
DL3200A

DL3500B (1)

3504
3600-DL
3609-DL
3611-DL
3614-DL
3616-DL
3618-DL
3621-DL
3626-DL

3530
3535

Mfg #
Rated

Capacity (2) Gear Ratio
Maximum Drum CapacityHandle

Length
Reversible

Ratchet
2 Speed

Operation

Drum 
Hub
Dia.

Max
Mech
Adv.Part #

5⁄8”
5⁄8”
5⁄8”
7⁄8”
7⁄8”
11⁄8”
11⁄8”
11⁄8”
11⁄8”
11⁄8”
15⁄16”

(1) Hand brake standard equipment. (2) Capacity based on direct line pull 
on the third layer of line on the drum.  
Capacity is reduced as the line builds 
up on the drum.

(3) Drum capacity shown is 
based on cable size listed.
(Cable not included.)

•
•
•
•

18
57
55
49
74
75
73
168
229
219
135

1:1
3.2:1
3.2:1
3.7:1
4.1:1
5.4:1
5.4:1

12.4:1/5.4:1
17.3:1/5.4:1
17.3:1/5.4:1

12:1/6:1

Cable (3)
5⁄32” x 56’
5⁄32” x 61’
3⁄16” x 40’
3⁄16” x 79’
¼” x 40’
¼” x 58’
9⁄32” x 58’
9⁄32” x 58’
5⁄16” x 47’
3⁄8” x 30’
3⁄8” x 37’
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Dutton-Lainson Company’s DLB Series Brake Winches

DLB Series Brake Winches
Brake Winches are suitable for many lifting and lowering applications. Self-locking brake winches provide addi-
tional safety and control for many lifting and pulling jobs. The automatic friction brake supplies constant, positive 
holding action and prevents a runaway load. Brake is fully automatic and the load remains in position any time the 
handle is released. A load is required to pull line from the winch drum.

3508 3512 3544 3521

B Series Brake Winches
Same as DLB. Gear cover enclosed braking mechanism.

Maximum Drum Capacity

17⁄8”
2½”
2½”
2½”
2½”

7”
7” Std.

93⁄8” Opt.
93⁄8” Std.

93⁄8”

Strap

25’
35’
35’
35’
35’

800 lbs
1,200 lbs
1,200 lbs
1,500 lbs
2,500 lbs

DLB805A
DLB1200A
DLB1205A
DLB1500A
DLB2500A

3508
3512

3512-B
3544
3521

Mfg #
Rated

Capacity (1)
Min. Operating
Load Required

Drum
Hub Dia.

Handle
Length

Max Mech
Adv.

Gear
RatioPart #

(1) Capacity based on direct line pull on the first 
layer of line on the drum. Capacity is reduced as 
the line builds up on the drum.

(2) Drum capacity shown is based on 
cable size listed. (Cable not included.)

29.9
27.8
37.2
36.8
115.3

4.4:1
5.4:1
5.4:1
5.4:1
17.3:1

50 lbs
50 lbs
50 lbs
75 lbs
175 lbs

Cable (2)
3⁄16” x 68’
7⁄32” x 69’
7⁄32” x 69’
¼” x 60’
5⁄16” x 34’

NOTE: 

11⁄8”
11⁄8”
15⁄16”

12¼”
12¼”
12¼”

7⁄32” x 57’
¼” x 52’
5⁄16” x 51’

1,200 lbs (1)
1,500 lbs (1)
2,500 lbs (1)

B1200B
B1500
B2500

3542
3545
3526

Mfg #
Rated

Capacity (1)
Min. Operating
Load Required

Maximum 
Drum Capacity

Drum
Hub Dia.

Handle
Length

Max Mech
Adv.

Gear
RatioPart #

(1) Capacity based on direct line pull on the third 
layer of line on the drum. Capacity is reduced as 
the line builds up on the drum.

(2) Drum capacity shown is based on cable 
size listed. (Cable not included.)
B series winches are not strap adaptable.

72.9
106.9
180.9

4:1
6:1
12:1

75 lbs
150 lbs
300 lbs

NOTE: 

Dutton-Lainson Company’s B Series Brake Winches

3542 3545 3526

28F
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Fulton Company’s Brake Winches - Zinc Plated

Fulton K Series Brake Winches
Self-activating automatic brake winches hold the load securely when the crank handle is released.  No 
minimum line load is required to activate the brake or pay out cable from the winch.
The KX series offer plated gear covers for improved gear train protection and a dual ratchet system.

Mfg #
Max. Rated Line Pull Max. Cable Size Data

(7x19 Galvanized Aircraft Cable) Mechanical Data Free 
Wheel

Max 
Mech 
Adv.

Part #
Diameter

1⁄8”
(3.2mm)

7⁄32”
(5.5mm)

7⁄32”
(5.5mm)

¼”
(6mm)

5⁄16”
(8mm)

Drum Storage

85 ft. 
26 m
50 ft.
15 m
50 ft.
15 m
70 ft.
21 m
70 ft.
21 m

Handle 
Length

11”
27.9cm

11”
27.9cm

11”
27.9cm

11”
27.9cm

11”
27.9cm

Drum Hub 
Diam.
1¼”

32mm

2¼”
57mm

2¼”
57mm

2½”
63mm

31⁄8”
79mm

16:1

29:1

29:1

32:1

64:1

No

No

No

No

No

1st Layer

600 lbs

1,000 lbs

1,000 lbs

1,500 lbs

2,500 lbs

K650

K1051

KX1051

K1550

K2550

3665

3664

3633

3663

3662

Gear Ratio

1:1

4.1:1

4.1:1

5.1:1

15.8:1

Test Strength

2,000 lb  

5,600 lbs

5,600 lbs

7,000 lbs

9,800 lbs

Full Drum

200 lbs

500 lbs

500 lbs

700 lbs

1,500 lbs

Marine Trailer Winches (Single Speed) - Zinc Plated

3.1:1
3.1:1
4.1:1
4.1:1
4.1:1
4.1:1
5.1:1
5.1:1

1514
1514
1514
1597
1597
1515
1598
1597

T600
T900
T1100
T1300

XLT14Z
T1500
T1602
T1801

3600
3609

-
3613

-
3615
3616
3618

V600Z
V900Z
V1100Z

-
XLT14ZB101

V1500Z
-
-

Bulk Part # Mfg # Capacity Gear Ratio Gear Kit HandleRatchet Type
Boxed w/ Strap

Part #
3656
3658
3658
3661
3658
3661
3661
3661

One Way
One Way
One Way
Two Way
Two Way
Two Way
Two Way
Two Way

600 lbs
900 lbs

1,100 lbs
1,300 lbs
1,400 lbs
1,500 lbs
1,600 lbs
1,800 lbs

3665 3664 3663 3662

3609 V900Z XLT14ZB101 3616 V1800Z
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3626

3629

3658-01

6312-01

6302-01

6817-01

9235-01

Fulton

Fulton

Fulton

Fulton

Fulton

½”

½”

½”

½”

½”

6”

7”

8”

10”

10”

3656

3658

3661

3660

3668

Length Stamping Fits Model Number Mfg # BrandShaftPart #

Winch Handles (Replacement Handles)

6

7

8

10

10,9235

T600, T600L

229,527,T700,T850,T900,T1000A,
T1400,T1600,T1202,T1402

510,542,T1000,T1200,T1401,P1200

T1800,T1801,T1802,T2005,
T2605(B),T2625,T3205,XLT18Z

590,591,596,597
596A,597A,T2000,T2500,T2501,T3700

31:1
41:1
51:1

115 ft. (1⁄8”)
235 ft. (1⁄8”)
160 ft. (3⁄16”)

50 ft. (3⁄16”) 
100 ft. (3⁄16”)
90 ft. (¼”) 60 ft. (5⁄16”)

Handle Drive
Handle Drive

Handle & Drive Ring

KW1500
KW2000
KW3000

3631
3629
3625

Mfg # Capacity Gear Ratio Drum Cable StorageDescriptionPart #

Industrial Worm Gear Winches
Worm Gear Winches hold the load when the cranking stops

1,500 lbs
2,000 lbs
3,000 lbs

Dutton-Lainson
Dutton-Lainson
Dutton-Lainson
Dutton-Lainson

½”
½”
-

5⁄8”

7”
9½”
9½”
9½”

6307
6318
6319
6322

Length Fits Model Number BrandShaftPart #

Winch Handles (Replacement Handles)

500 -1,300 lbs
1,400 lbs

1,600 & 1,800 lbs
1,600 - 3,500 lbs w/Quick Attach Handle

6307

6322

Two Way/Neutral
Two Way/Neutral
Two Way/Neutral
Two Way/Neutral

1562
1562
1562
1562

3660
3660
3660
3660

2,000 lbs
2,600 lbs
3,200 lbs
3,700 lbs

T2005
T2625
T3205
T3700

3621
3626
3627
3673

Mfg Gear Ratio Ratchet Type Gear Kit HandleCapacityPart #

Marine Trailer Winches (Two Speed) - Zinc Plated

4.1:1 & 9.8:1
5.1:1 & 12.2 :1
5.1:1 & 12.2:1
5.1:1 & 12.2:1

3656

30F
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For attaching wire rope (cable) to the winch spool

For all DL pulling and brake winches

3653

6285

DescriptionPart #

Rope Keeper Kit/Cable Clamp

Hand Brake Kit for “Fulton” Two Speed Winches. Except T37003628

DescriptionPart #

Hand-Brake Kit

DL500, DL600, DL800, DL900, DL1000, DL1100 & DL1300

DL600A, DL900A, DL1100A & DL1300A

DL1200, DL1302, DL1400 & DL1402

DL1402A, DL1602A & DL1602ADD

DL1602 & DL1602DD

DL1700, DL1800, DL1802, DL2000, DL2500 & DL3000

DL1800A, DL2000A, DL2500A & DL3200A

6290

6290A

6291

6291A

6292

6293

6294A

DescriptionPart #

Ratchet Repair Kits
For Dutton-Lainson Pulling Winches

T850, T900, T1000A, T1200, 229, 510, 527,
T600, T700, T1000, T1400 & T600L

T2005, T2605(B), T2605, T2625, T3205 & T2605

T1202, T1205, T1401, T1402 & T1405

T1602, T1605, T1801, T1802, T1805, T903, T903Z & P1200

T1600, T1800, T2000, T2500 & T3700

T1100, T1300 & T1500

1514

1562

1597

1598

4197

1515

DescriptionPart #

Ratchet Repair Kits
For Fulton Winches

4,200 lbs

3,700 lbs

4,200 lbs

5,600 lbs

5,600 lbs

7,000 lbs

840 lbs

740 lbs

840 lbs

1,120 lbs

1,120 lbs

1,400 lbs

7 x 19 Galvanized; Aircraft Cable

7 x 19 Stainless Steel; Type 304

7 x 19 Galvanized; Aircraft Cable

7 x 19 Galvanized; Aircraft Cable

7 x 19 Galvanized; Aircraft Cable

7 x 19 Galvanized; Aircraft Cable

3⁄16” x 25’
3⁄16” x 25’
3⁄16” x 50’
7⁄32” x 25’
7⁄32” x 50’

¼” x 35’

3650

3646

3643

3648

3644

3649

MBSWLLMaterialCable
Size x LengthPart #

Winch Cable Assemblies

w/PWC Loop

-

-

-

Heavy Duty

Heavy Duty

4,000 lbs

4,000 lbs

4,000 lbs

4,000 lbs

10,000 lbs

10,000 lbs

12’

15’

20’

25’

25’

25’

2”

2”

2”

2”

2”

3”

3671

3672

3677

3654

3635

3680

NoteMBS CapacityLengthWidthPart #

Winch Strap & Hook

3628

6285 3653

6290

1514

3650

3671

3654 3680
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